
General info Box contents Headset, USB-C to USB-A cable, safety information and warranty, 3
sizes of EarGels™

Packaging dimensions (WxHxD) 28.5mm x 163mm x 108mm | 1.2in x 6.5in x 4.25in

Main unit dimensions (WxHxD) 109mm x 60mm x 27mm | 4.3in x 2.4in x 1in

Materials used PC & PC/ABS plastic, silicon rubber, TPE

Weight 18g | 0.63oz

USB cable length 1.2m | 3.9ft

IP rating IP54

Warranty 2 years

LED features and functions Battery status, Bluetooth® pairing, Power indicator

Works with Microsoft Teams Walkie Talkie, Zebra Workforce Connect

Certifications and compliance FCC, ISED, CE, RoHS, REACH, Proposition 65

Audio Microphone type 2 x MEMS

Noise reduction on calls Yes

Speaker size 10mm | 0.4in

Speaker frequency range 20Hz - 20000Hz

Audio codecs supported SBC

Microphone sensitivity -42±1dB（0dB=1V/Pa, at 1KHz)

Software & Apps Compatible software and/or apps Jabra Direct, Jabra SDK, Jabra Xpress

Fit & Comfort Form factor Mono, behind-the-ear

EarGels Large, medium, small

EarGels material Silicone

Battery Talk time Up to 8 hours

Push-To-Talk time Up to 20 hours

Charging time Up to 140 minutes

Standby time Up to 9 days

Corded charging USB-C

Battery type Rechargeable lithium-ion battery

Connectivity Connectivity Bluetooth

Bluetooth® version 5.1

Bluetooth® profiles A2DP v1.3, HFP v1.7, HSP v1.2

Operating range Up to 100m | 300ft

Paired devices Up to 8 Bluetooth devices

Bluetooth® Multipoint Yes

NFC (Near Field Communication) Yes

TECH SHEET

PERFORM 45

Small, lightweight, and
discreet

› Crystal-clear sound quality›

Push-to-Talk button for
instant communication on
leading platforms

› Easy to set up and intuitive
to use

›

Durable, easily sanitized
design

› Up to 20 hours Push-to-
Talk usage

›



Extended info Operating temperature -10°C to 60°C | 14°F to 140°F

Storage temperature -10°C to 45°C | 14°F to 113°F

https://www.jabra.com/support

